
Balloon
diameter

(mm)

Balloon length (mm)

20 30 40 60 80 100 120 150 220

1.5 SPE15020-
XX

SPE15030-
XX

SPE15040-
XX

SPE15060-
XX

2 SPE20020-
XX

SPE20040-
XX

SPE20060-
XX

SPE20080-
XX

SPE200100-
XX

SPE200120-
XX

SPE200150-
XX

SPE200220-
XX

2.50 SPE25020-
XX

SPE25040-
XX

SPE25060-
XX

SPE25080-
XX

SPE250100-
XX

SPE250120-
XX

SPE250150-
XX

SPE250220-
XX

3 SPE30020-
XX

SPE30040-
XX

SPE30060-
XX

SPE30080-
XX

SPE300100-
XX

SPE300120-
XX

SPE300150-
XX

SPE300220-
XX

3.5 SPE35020-
XX

SPE35040-
XX

SPE35060-
XX

SPE35080-
XX

SPE350100-
XX

SPE350120-
XX

SPE350150-
XX

SPE350220-
XX

4 SPE40020-
XX

SPE40040-
XX

SPE40060-
XX

SPE40080
-XX

SPE400100-
XX

SPE400120-
XX

SPE400150-
XX

SPE400220-
XX

4.5 SPE45020-
XX

SPE45040-
XX

SPE45060-
XX

SPE45080-
XX

SPE450100-
XX

SPE450120-
XX

SPE450150-
XX

SPE450220-
XX

5 SPE50020-
XX

SPE50040-
XX

SPE50060-
XX

SPE50080-
XX

SPE500100-
XX

SPE500120-
XX

6 SPE60020-
XX

SPE60040-
XX

SPE60060-
XX

SPE60080-
XX

7 SPE70020-
XX

SPE70040-
XX

SPE70060-
XX

SPE70080-
XX

PTA BALLOON

.014" RX PTA Balloon Dilatation Catheter
Designed for superior performance at below-the-knee (BTK) and below-the-
ankle (BTA) procedures.

Key Features
Improved pushability enables easy crossing at complex lesions
Successful lesion access and crossing with low profile balloon and
hydrophilic coating
Rapid inflation & deflation time at each balloon size
Balloon folding geometry minimizes profile and allows smooth rewrap

SIMPASS ENDO 14



PTA BALLOON
SIMPASS ENDO 14

GUIDEWIRE COMPATIBILITY

CATHETER TYPE

PROXIMAL SHAFT

USABLE CATHETER LENGTH (CM)

BALLOON MATERIAL

DISTAL SHAFT

RATED BURST PRESSURE (RBP)

NOMINAL PRESSURE (NP)

COATING

SHEATH COMPATIBILITY

BALLOON FOLDS

BALLOON LENGTHS (MM)

BALLOON DIAMETERS (MM)

RAPID EXCHANGE (RX)

.014”

90 / 145

2.01F (Ø 0.67 MM) / 2.82F (Ø 0.94 MM)

2.67F (Ø 0.89 MM) / 3.42F (Ø 1.14 MM)

NYLON

8 ATM

16 ATM

HYDROPHILIC (DISTAL TIP TO GUIDEWIRE EXIT
PORT)

3 (6 FOLDS FOR 7 MM)

4 F (5F FOR 6-7 MM)

1.5 / 2 / 2.5 / 3 / 3.5 / 4 / 4.5 / 5 / 6 / 7

15 / 20 / 30 / 40 / 60 / 80 / 100 / 120 / 150 / 220

Technical Specifications

A n g i o p r o  V e r t r i e b s -  u n d  S e r v i c e  G m b H
H e y d e n r e i c h s t r .  5   I   6 7 3 4 6  S p e y e r   
P h o n e :  0 6 2 3 2  2 9 1 6 9 1   I   E - M a i l :  k o n t a k t @ a n g i o p r o . d e

C o m m e r c i a l  R e g i s t e r :  H R B  5 2 7 2 1  |  R e g i s t e r  C o u r t :  L u d w i g s h a f e n  a m  R h e i n
R e p r e s e n t e d  b y :  H a n n s - J o a c h i m  R i e c k  a n d  B e n j a m i n  R i e c k

Please consult the IFU on our website for full
risk and safety information.


